
(e) This is a Self-Test GFCI receptacle. It conducts an automatic test every five seconds, 
ensuring it’s always ready to provide the protection. The GFCI receptacle has reached 
its end of life when GFCI repeatedly trips and can no longer supply power to the load,
or LED illuminates Orange in color, or LED repeatedly flashes Red. The GFCI 
receptacle must be replaced.

(a) Turn the power ON at the service panel. Press the RESET 
button fully. The RESET button should stay in. The LED load 
side voltage indicator  will illuminate green in color.If the RESET
button does not stay in, go to Troubleshooting. If the RESET 
button stays in, plug a lamp or radio into the GFCI (and leave it 
plugged in) to verify that the power is ON. If there is no power, 
go to Troubleshooting.

(b) Press the TEST button in order to trip the device. This should 
stop the flow of electricity, making the radio or lamp shut OFF. 
The Green LED load side voltage indicator will turn OFF. Note 
that the RESET button will pop-out. If the power stays ON, go to 
Troubleshooting. If the power goes OFF, you have installed the 
GFCI receptacle correctly. To restore power, press the RESET button.

(c) If you installed your GFCI using step 7B, plug a lamp or radio 
into surrounding receptacles to see which one(s), in addition to the 
GFCI, lost power when you pressed the TEST button. Do Not plug 
life saving devices into any of the receptacles that lost power. Place 
a “GFCI PROTECTED OUTLET” sticker on every receptacle that 
lost power. Then press the RESET button to reset the GFCI.

(d) Press the TEST button(then RESET button)every month to assure
proper operation.If the GFCI can not be reset,then it must be replaced.
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Please read this leaflet completely before getting started.  
For replacement of this product under the terms of this Warranty, 
contact the Customer Service Department at 800-390-4321 extension 
238 to obtain the current postage and handling fees. USI does not 
warrant, and specifically disclaims any warranty, whether express or 
implied, of fitness for a particular purpose, other than the warranty 
contained herein. No implied warranty on this product, created by 
state law, shall extend beyond the term of this warranty unless such 
law otherwise provides. USI specifically disclaims any liability and 
shall not be liable for any consequential or incidental loss or damage, 
including, but not limited to, damages to any equipment with which 
this product is used. Some states do not allow the exclusion or limita-
tion of incidental or consequential damages, so the above limitations 
or exclusions may not apply to you. No agent, representative, dealer, 
or employee of the company has the authority to increase or alter the 
obligations or terms of this Warranty. This Warranty gives you spe-
cific legal rights and you may also have other rights which vary from 
state to state. This Warranty is only valid for merchandise purchased 
from outlets in the United States and Canada.
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General Information
GFCI Rating:
15A: Receptacle rated 15A
 Feed through 20A
20A: Receptacle rated 20A
 Feed through 20A

Warranty
USI Electric, Inc. /Universal Security Instruments, Inc. (“USI”) warrants this product to be free from 
defects in material and workmanship for a period of two years from the date of purchase. This warranty 
shall not apply to any damage which may be caused by this product. This warranty applies only to the 
original consumer purchaser and only to this product used in normal residential use and service. If this 
product is found to be defective, USI’s only obligation, and your exclusive remedy, is the repair or replace-
ment of the product, at USI’s discretion, provided the product has not been damaged through misuse, 
abuse, accident, modifications, alteration, neglect or mishandling. This warranty does not cover liability 
or reimbursement for labor for removal or reinstallation. This Warranty shall not apply to any product 
which is found to have been improperly installed, set-up, or used in any way not in accordance with the 
instructions supplied with the product.


